
GTL Product Lists
Perkins(Import) Engine

50Hz Model

1500 R.P.M/400V 3P 4W/50Hz/0.8PF

Engine Model EmissionsPrime Power (PRP) Standby Power (STP)

KVA KW KVA KW

PW-30T5 30.0 24 32.5 26.0 1103A-33G NA

PW-30T5 30.0 24 32.5 26.0 1103A-33G NA

PW-45T5 45.0 36 50.0 40.0 1103A-33TG1 NA

PW-45T5 45.0 36 50.0 40.0 1103A-33TG1 NA

PW-60T5 60.0 48 66.3 53.0 1103A-33TG2 NA

PW-60T5 60.0 48 66.3 53.0 1103A-33TG2 NA

PW-200T5 200.0 160 220.0 176.0 1206A-E70TTAG1 NA

PW-230T5 230.0 184 250.0 200.0 1206A-E70TTAG2 NA

PW-250T5 250.0 200 275.0 220.0 1206A-E70TTAG3 NA

PW-258T5 257.5 206 282.5 226.0 1506A-E88TAG3 NA

PW-306T5 306.3 245 338.8 271.0 1706A-E93TAG1 NA

PW-308T5 307.5 246 337.5 270.0 1506A-E88TAG5 NA

PW-348T5 347.5 278 382.5 306.0 1706A-E93TAG2 NA

PW-350T5 350.0 280 400.0 320.0 2206C-E13TAG2 EU StageII

PW-400T5 400.0 320 450.0 360.0 2206C-E13TAG3 EU StageII

PW-450T5 450.0 360 500.0 400.0 2506C-E15TAG1 EU StageII

PW-500T5 500.0 400 550.0 440.0 2506C-E15TAG2 EU StageII

PW-591T5 591.3 473 650.0 520.0 2806C-E18TAG1A EU StageII

PW-650T5 650.0 520 700.0 560.0 2806A-E18TAG2 NA

PW-746T5 746.3 597 820.0 656.0 4006-23TAG2A NA

PW-746T5 746.3 597 820.0 656.0 4006-23TAG2A NA

PW-800T5 800.0 640 897.5 718.0 4006-23TAG3A NA

PW-800T5 800.0 640 897.5 718.0 4006-23TAG3A NA

PW-1023T5 1022.5 818 1125.0 900.0 4008TAG2A NA

PW-1023T5 1022.5 818 1125.0 900.0 4008TAG2/A4008TAG2 NA

PW-1023T5 1022.5 818 1125.0 900.0 4008TAG2 NA

PW-1125T5 1125.0 900 1250.0 1000.0 4008-30TAG3 NA

PW-1125T5 1125.0 900 1250.0 1000.0 4008-30TAG3 NA



PW-1250T5 1250.0 1000 1375.0 1100.0 4012-46TWG2A NA

PW-1250T5 1250.0 1000 1375.0 1100.0 4012-46TWG2A NA

PW-1500T5 1500.0 1200 1650.0 1320.0 4012-46TAG2A NA

PW-1505T5 1500.0 1200 1650.0 1320.0 4012-46TAG2A NA

PW-1688T5 1687.5 1350 1875.0 1500.0 4012-46TAG3A NA

PW-1688T5 1687.5 1350 1875.0 1500.0 4012-46TAG3A NA

PW-1850T5 1850.0 1480 2000.0 1600.0 4016TAG1A NA

PW-1850T5 1850.0 1480 2000.0 1600.0 4016TAG1A NA

PW-2000T5 2000.0 1600 2250.0 1800.0 4016TAG2A NA

PW-2000T5 2000.0 1600 2250.0 1800.0 4016TAG2A NA

PW-2250T5 2250.0 1800 2500.0 2000.0 4016-61TRG3 NA

PW-2250T5 2250.0 1800 2500.0 2000.0 4016-61TRG3 NA

60Hz Model

1800 R.P.M/380V 3P 4W /60Hz/0.8PF

Engine ModelPrime Power(PRP) Standby Power(STP)

KVA KW KVA KW

PW-35T6 35.0 28 38.8 31.0 1103A-33G NA

PW-35T6 35.0 28 38.8 31.0 1103A-33G NA

PW-53T6 52.5 42 58.8 47.0 1103A-33TG1 NA

PW-53T6 52.5 42 58.8 47.0 1103A-33TG1 NA

PW-69T6 68.8 55 75.0 60.0 1103A-33TG2 NA

PW-69T6 68.8 55 75.0 60.0 1103A-33TG2 NA

PW-225T6 225.0 180 250.0 200.0 1206A-E70TTAG1 NA

PW-225T6 225.0 180 250.0 200.0 1206A-E70TTAG2 NA

PW-225T6 225.0 180 250.0 200.0 1206A-E70TTAG3 NA

PW-290T6 290.0 232 320.0 256.0 1506A-E88TAG3 NA

PW-353T6 352.5 282 390.0 312.0 1506A-E88TAG5 NA

PW-356T6 356.3 285 393.8 315.0 1706A-E93TAG1 NA

PW-356T6 356.3 285 393.8 315.0 1706A-E93TAG2 NA

PW-400T6 400.0 320 437.5 350.0 2206C-E13TAG2 EU StageII

PW-400T6 400.0 320 437.5 350.0 2206C-E13TAG3 EU StageII

PW-500T6 500.0 400 562.5 450.0 2506C-E15TAG1 EU StageII

PW-500T6 500.0 400 562.5 450.0 2506C-E15TAG2 EU StageII

PW-625T6 625.0 500 687.5 550.0 2806C-E18TAG1A EU StageII



PW-625T6 625.0 500 687.5 550.0 2806A-E18TAG2 NA

PW-750T6 750 600 825 660 4006-23TAG2A NA

PW-750T6 750 600 825 660 4006-23TAG2A NA

PW-849T6 848.8 679 943.8 755.0 4006-23TAG3A NA

PW-849T6 848.8 679 943.8 755.0 4006-23TAG3A NA

PW-1000T6 1000 800 1100 880 4008TAG2 NA

PW-1000T6 1000 800 1100 880 4008TAG2 NA

PW-1250T6 1250 1000 1375 1100 4012-46TWG2A NA

PW-1250T6 1250 1000 1375 1100 4012-46TWG2A NA

PW-1500T6 1500 1200 1650 1320 4012-46TAG2A NA

PW-1500T6 1500 1200 1650 1320 4012-46TAG2A NA

PW-1688T6 1687.5 1350 1875.0 1500.0 4012-46TAG3A NA

PW-1688T6 1687.5 1350 1875.0 1500.0 4012-46TAG3A NA


